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Amendments to Claims 

1 . (Original) A method of reducing performance degradation due to hydrogen 
starvation of a fuel cell power plant providing electrical power to a load, comprising: 

providing fuel reactant gas to fuel reactant gas flow fields of the fuel cell power plant; 
purging to ambient, at least periodically, at least a small amount of partially depleted 
5 fuel reactant gas exiting from said flow fields; 

sensing the direction of flow of gas between said flow fields and ambient; and 
disconnecting the electrical load from the fuel cell stack in the event that there is no 
flow of gas from said flow fields toward ambient. 

2. (Original) Apparatus for reducing performance degradation due to hydrogen 
starvation of a fuel cell power plant providing electrical power to a load, comprising: 

a fuel cell power plant having fuel reactant gas flow fields; 
means for providing fuel reactant gas to said flow fields; 
5 means for purging at least periodically, at least a small amount of partially depleted 

fuel reactant gas exiting from said flow fields; 

means for sensing the direction of flow of gas between said flow fields and ambient; 

and 

means for disconnecting the electrical load from the fuel cell stack in the event that 
10 there is no flow of gas from said flow fields toward ambient, 

3. (Original) Apparatus according to claim 2 wherein said means for sensing the 
direction of flow comprises a flap disposed within the flow of gas which will operate a switch 
when the flow of gas is toward ambient. 

4. (New) A method of reducing performance degradation due to hydrogen 
starvation of a fuel cell power plant providing electrical power to a load, comprising: 

providing fuel reactant gas to fuel reactant gas flow fields of the fuel cell power plant; 
purging to ambient, at least periodically, at least a small amount of at least partially 
5 depleted fuel reactant gas exiting from said flow fields; 

sensing the direction of flow of gas from said flow fields; and 

2 



PAGE 3/10 * RCVD AT 3/12/2007 3:32:31 PM [Eastern Daylight Time] * SVR:USPT0-EFXRF-3/11 1 DNIS:2738300 * CSID:8606491385 ' DURATION (mrMS):0M)8 



2-20O7 03:34 PM WILLIAMS 



8666491385 



P. 04 



disconnecting the electrical load from the fuel cell stack in response to no flow of gas 
from said flow fields toward ambient being sensed. 

5. (New) Apparatus for reducing performance degradation due to hydrogen 
starvation of a fuel cell power plant providing electrical power to a load, comprising! 

a fuel cell power plant having fuel reactant gas flow fields; 

means for providing fuel reactant gas to said flow fields; 
5 means for purging at least periodically, at least a small amount of at least partially 

depleted fuel reactant gas exiting from said flow fields; 

means for sensing the direction of flow of gas from said flow fields; and 

means for disconnecting the electrical load from the fuel cell stack in response to no 
flow of gas from said flow fields toward ambient being sensed by said means for sensing. 
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